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4"x4"x‰" RAIL TUBE (TYP.)

SMOOTH (TYP.)

SEAL WELD & GRIND

(TYPICAL ALL POSTS)

DETAIL ON BD-RP4E

SEE CAP PLATE

4"x4"x‰" RAILING POST

CUT EXCESS & PEEN (TYP.)

HEX NUT AND SPRING LOCK WASHER (TYP.)

SQUARE NECK BOLT (CARRIAGE BOLT),

•" DIA. GALV. ROUND HEAD

"2
110

FACE OF RAIL

TOP OF SIDEWALK

2"

1
" 1"

1"

7
"

B B

CC

"4
35

OF RAILING ANCHORAGEc 

SECTION A-A

4"x4"x‰" RAILING TUBES

(T
Y

P
.)

7
"

TOP OF SIDEWALK

vOF DECK JOINTc 2'-0" MIN.

OF POST & BOLTSc 
5'-0" MAX. 13'-0" MAXIMUM POST SPACING

OF RAILING EXPANSION JOINTc 

BOLTS (CARRIAGE BOLTS)

GALV. ROUND HEAD SQUARE NECK

OF †" DIA. HOLE FOR •" DIA.c 

ANCHOR BOLTS

ƒ" DIA. FULLY THREADED

pRAILING POST BASE 

7v•"x•"x9" LONG

A

A

DETAIL" ON BD-RP4E

SEE "RAIL SPLICE

OF LOWER RAILc 

 Š SEMICIRCULAR HOLE

‚" RADIUS

FOR LOWER RAILS

TYPICAL WEEP HOLE DETAIL

7
"

"4
35

OF RAILING ANCHORAGEc 

TOP OF SIDEWALK

DETAIL ON U-WINGWALL

RAILING POST ANCHORAGE

7
"

CC

"4
35

OF RAILING ANCHORAGEc 

DETAILS ON SUPERSTRUCTURE

CURBLESS RAILING POST ANCHORAGE

B B

4"

4"x4"x‰" TUBE (TYP.)

TOP OF PAVEMENT

10"2"

OF POST & BOLTSc 

ROUND HEAD SQUARE NECK BOLTS (CARRIAGE BOLTS)

OF †"DIA. HOLES FOR •" DIA. GALV.c 

ASTM A500 GR. B

4"x4"x‰" TUBE

DETAIL FOR LOWER RAILS"

SEE "TYPICAL WEEPHOLE

DETAIL FOR LOWER RAILS"

SEE "TYPICAL WEEPHOLE

Š"
GRIND SMOOTH (TYP.)

SEAL WELD AND

p‰" CAP 

n45

n45
AND FASCIA SIDE (TYP.)

GRIND SMOOTH TRAFFIC

4"x4"x‰" RAIL TUBE (TYP.)

END OF STRUCTURE

4"x4"x‰" RAIL TUBE (TYP.)

FINISHED GRADE LINE

TOP OF PAVEMENT OR

TOP OF SIDEWALK

ON BD-RP4E

SEE SOIL POST DETAIL

G

n45

TYPICAL END ELEVATION FOR BICYCLE RAILING

LANES BY A TRAFFIC BARRIER OR RAILING.

PHYSICALLY SEPERATED FROM THE HIGHWAY TRAVEL

FASCIAS WHERE THE NON-VEHICULAR TRAFFIC IS

BICYCLE AND PEDESTRAIN TRAFFIC AND ON BRIDGE

BRIDGES OR BRIDGES CARRYING A COMBINATION OF

THE DETAILS SHOWN ARE TO BE USED ON BICYCLE

NOTE TO DESIGNER:

SEE BD-RP4E.

FOR SECTION B-B, C-C, CAP PLATE DETAIL AND SOIL POST DETAIL,

NOTE:

6
"

1" MIN. THICK

9"x11" MORTAR PAD

LOWER RAIL

TYPICAL OUTSIDE ELEVATION

GRIND SMOOTH

2"

"8
3

1"

1
"

WEEP HOLE

DO NOT BLOCK

RAILING POST ANCHOR

7v•"x•"x9" LONG

45°00'00"
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